CM Universal Abutment

Accessories

Universal Abutment Set

- Ø 3.3, 4 mm: 108.060
- Ø 3.3, 6 mm: 108.061
- Ø 4.5, 4 mm: 108.062
- Ø 4.5, 6 mm: 108.063
Installation Sequence

1. Universal Abutment Impression Coping
   - Hex Screwdriver Torque Connection 0.9 N·cm
   - Torque Wrench

2. Universal Abutment Provisional Coping
   - Hex Screwdriver Torque Connection 1.2 N·cm
   - Torque Wrench

CM Universal Abutment

CM Universal Abutment 17°

CM Universal Abutment 30°

Universal Abutment Analog

Universal Abutment Burn-out Coping

Installing Sequence

1. CM Universal Abutment
2. CM Universal Abutment 17°
3. CM Universal Abutment 30°
CM Exact Universal Abutment

Also recommended for laboratory use.
Installation Sequence

CM Exact Universal Abutment

CM Exact Universal Abutment 17°

CM Exact Universal Abutment 30°

CM Implant Impression Coping
Closed and Open Tray

CM Implant Analog

Hex Screwdriver Torque Connection 0.9
+ Torque Wrench

Hex Screwdriver Torque Connection 1.2
+ Manual Screwdriver Torque
CM Universal Abutment (2 Pieces)

Also recommended for laboratory use.
Installation Sequence

CM Universal Abutment (2 Pieces)

CM Implant Impression Coping
Closed and Open Tray

CM Implant Analog

Hex Screwdriver Torque Connection 0.9
Torque Wrench

Hex Screwdriver Torque Connection 1.2
Manual Screwdriver Torque